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Plot 8, The Hub at Kingshill Park
Schedule of Accommodation

Plot 8, Units A-D

1 x 232.5m? (2,500sqft) GIA Class 4&6 Workshop (Unit A)

1 x 706.9m? (7,609sqft) GIA Class 4&6 Workshop (Units B-D)
Plot 8, Units E-H

1 x 204.6m? (2,202sqft) GIA Class 4&6 Workshop (Unit E)
1 x 621.8m? (6,692sqft) GIA Class 4&6 Workshop (Unit F-H)

Total 1,765.8m? (19,006sqft) GIA

Car Parking - 53 spaces including 3 disabled spaces

Service Yard - 2,363m? (25,435sqft)

Site Area - 6,110.8m? (1.510 acres)

Key
BRLKHK
SRRRAIKRKS .
iiiiiel - Soft Landscaping
SRR
Concrete service yard / parking
Bitmac paving
Grey granite chip borders
F Updated as per comments 18.12.25 | PP GW
E Layout adjusted, areas updated, project name changed 01.12.25 | PP GW
D Bin/cycle store, FFLs and datum added 04.11.25  GW PP
C Setting out co-ordinates added 03.11.25 | GW PP
B General update to layout 14.10.25 | GW PP
A First issue - GW PP
rev description date by checked
DO NOT SCALE. Use figured dimensions only. All dimensions, spot levels and drainage positions to be
checked on site by Contractor prior to construction. Any discrepancies to be reported back to Space
Solutions. Drawings to be read & fully understood before work commences. IF IN DOUBT ASK.
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KNIGHT PROPERTY GROUP

PLANNING NOTES:
External finishes:

Walls clad in Kingspan KS1000RW trapezoidal
composite cladding panels. Colour Spectrum Onyx
(RAL7016)

Drip, door jamb and head and roof line flashings and
RWPs to be PPC pressed metal. Colour Spectrum
Moonstone (RAL7035)

Feature 'goalpost' canopy formed over entrance doors
clad in Trespa Pura and Meteon rainscreen cladding
system. Colours: Slate Ebony planks to outer face and
side returns. Red Orange planks to ingos and soffit.

Roof clad in Kingspan KS1000RW trapezoidal composite
cladding panels. XL Forte Range Pure Grey RALOOO 55
00

Entrance door, curtain wall and fire exit doors to be PPC
aluminium / steel. Colour: RAL 7016

Insulated sectional level access doors. Colour RAL7016

Scale in metres - 1:100 scale bar

D Ventilators omitted 18.12.25 | PP GW

C Rooflights amended. Ventilators added 05.12.25 GW PP

B Layout adjusted, project name changed 01.12.25 | PP GW

A First issue 22.10.25 | GW PP

rev description date by checked

DO NOT SCALE. Use figured dimensions only. All dimensions, spot levels and drainage positions to be
checked on site by Contractor prior to construction. Any discrepancies to be reported back to Space

Solutions. Drawings to be read & fully understood before work commen
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KNIGHT PROPERTY GROUP

PLANNING NOTES:
External finishes:

Walls clad in Kingspan KS1000RW trapezoidal
composite cladding panels. Colour Spectrum Onyx
(RAL7016)

Drip, door jamb and head and roof line flashings and
RWPs to be PPC pressed metal. Colour Spectrum
Moonstone (RAL7035)

Feature 'goalpost' canopy formed over entrance doors
clad in Trespa Pura and Meteon rainscreen cladding
system. Colours: Slate Ebony planks to outer face and
side returns. Red Orange planks to ingos and soffit.

Roof clad in Kingspan KS1000RW trapezoidal composite
cladding panels. XL Forte Range Pure Grey RALOOO 55
00

Entrance door, curtain wall and fire exit doors to be PPC
aluminium / steel. Colour: RAL 7016

Insulated sectional level access doors. Colour RAL7016

Scale in metres - 1:100 scale bar

D Ventilators omitted 18.12.25 | PP GW

C Rooflights amended. Ventilators added 05.12.25 GW PP

B Layout adjusted, project name changed 01.12.25 | PP GW

A First issue 24.10.25 | GW PP

rev description date by checked

DO NOT SCALE. Use figured dimensions only. All dimensions, spot levels and drainage positions to be
checked on site by Contractor prior to construction. Any discrepancies to be reported back to Space
Solutions. Drawings to be read & fully understood before work commences. IF IN DOUBT ASK.
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Typical Office Plan

Scale - 1:50

Lid constructed to achieve a u-value of 0.16W/m2k: 12mm ply on timber
joists to Engineers spec. Max imposed load 1.5kN/mm2 for access only.
Not a storage area. Warning signage to be fitted to fascias. 175mm
Kingspan Thermawall TW55 between joists. Lined on underside with 1
layer 12.5mm Wallboard with staggered joints.

Workshop
Office

2400

Typical Office Section (A-A)

Scale - 1:50
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Handed Layout

Scale - 1:50

Indicative barrier shown:

Barrier formed using 100X50 C16 Timbers throughout:
handrail at 1.1m,

knee rail at 550

posts at max. 1.8m centres.

150x22mm plywood toe board

Fit ladder hooks to fascia at access opening.

LOAD BEARING FLOOR (storage only)
12mm plywood on joists to Engineers

Typical Office Section (B-B)

Scale - 1:50

requirements. Joists lined on underside with 1 !
layer 1 layer 12.5mm plasterboard
VA VAVA| VAV VAV VAV | VAV | V WWW\Lﬁ

S
Workshlop =
Office 3 g
S S
o

KNIGHT PROPERTY GROUP

NOTES:

Setting out dimensions are 'hard sizes' taken to framing, not finished surface of
partitions;

All sizes to be checked on site prior to fabrication or ordering of components.
Any discrepancies to be reported to Architect immediately.

All proprietary systems installed in strict accordance with manufacturers written
instructions and details.

All structural items to Engineers details and written instructions

PARTITION TYPES:

TYPEA

OFFICE WALL

Partition between heated office accommodation and unheated warehouse constructed
to achieve a u-value of 0.21W/m3k. 175x47mm grade C16 studs at 600mm cts with full
depth top and bottom rails and mid-span dwangs. 130mm Kingspan Thermawall
TW55 between studs (fitted towards outside face to form service void on inside face).
Lined both sides with 15mm fully taped and filled Wallboard. 100x18mm MR MDF
skirtings throughout.

TYPEB-\-\-\-\\-\-\-\-

OFFICE EXTERNAL WALL FRAMING

Partition between heated office accommodation and unheated warehouse constructed
to achieve a u-value of 0.21W/m2k. 175x47mm grade C16 studs at 600mm cts with full
depth top and bottom rails and mid-span dwangs. 130mm Kingspan Thermawall
TW55 between studs (fitted towards outside face to form service void on inside face) .
Lined on office side with 15mm fully taped and filled Wallboard. 100x18mm MR MDF
skirtings throughout.

TYPE C -\-\-\-\©\-\-\-\-

WC TIMBER STUD PARTITION

Partition comprising of 75x47mm grade C16 studs at 600mm cts with full depth top
and bottom rails and mid-span dwangs. 50mm Isover Insulation between studs. Lined
office side with 12.5mm plasterboard and MR on WC side. 100x18mm MR MDF
skirtings throughout.

New Ceiling Lid
Lid constructed to achieve a u-value of 0.16W/m?k: 12mm ply on joists to Engineers
spec. Max imposed load 1.5kN/mm2 for access only. Not a storage area. Warning
signage to be fitted to fascias. 175mm Kingspan Thermawall TW55 between joists.
Lined on underside with

1 layer 12.5mm Wallboard. Refer to Plan for installation height

Note:

18mm plywood backing between studs in all washrooms where wall mounted
fixtures would be required

*Architect to carryout full inspection and sign off of all partitions prior to ceilings
and raised access floor being fitted.

B Updated per comments 18.12.25 | PP GW
A First issue 01.12.25 | GW PP
rev description date by checked

DO NOT SCALE. Use figured dimensions only. All dimensions, spot levels and drainage positions to be
checked on site by Contractor prior to construction. Any discrepancies to be reported back to Space
Solutions. Drawings to be read & fully understood before work commences. IF IN DOUBT ASK.
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Pressed metal verge flashing

Rooflight
Rooflight

Rooflight

Roof Plan

Scale - 1:100

KNIGHT PROPERTY GROUP

Pressed metal highline gutter

Rooflight
Rooflight

Rooflight

Rooflight
Rooflight
Rooflight

Rooflight

Pressed metal ridge flashing

Safesite Protecta Horizontal Lifeline, Roof-Edge Fabrications Ltd
or equal approved.

Top Fix Anti-Pendulum Posts

Horizontal Lifeline

comprising 8mm diameter grade 316L stainless steel wire with all starter
and end plates, intermediate brackets, shock absorbers and tensioners
grade 316L stainless steel. Stainless steel top-fix posts fixed at maximum
of 12m centres.

Maintenance access to roof should be gained from a mobile scaffold tower
erected on hardstanding adjacent to the locations marked 'roof access
point'. Using full body harness with pair of lanyard lines, persons
accessing roof must hook onto the pendulum post prior to detaching from
the tower, or opening any safety barriers, and similarly, persons must hook
onto fall arrest line prior to detaching from the pendulum post. Procedure
should be completed in reverse when exiting the roof.

Maintenance access to photovoltaic panels (if any) as above but with a
single lanyard line and inertia reel. The panels should be accessed using
the inertia reel from the fall arrest line which runs adjacent. Lanyard to be
used when stepping between platform & roof and vice versa.

A

0 Non-Load-Bearing Roofights
Fl

N

Roof cladding panels:

Kingspan KS1000RW trapezoidal composite panels with 115mm hcfc free
Ipc

grade 'b' core quadcore insulation. ext. skin:- 0.5mm thk steel - XL Forte
Range Pure Grey RALO0O0 55 00. int. skin:- 0.4mm thk bright white polyester
lining enamel

All fixed in accordance with manufacturers instructions

Rooflights (to cover min 10% of floor area):

Brett Martin Trilite 30 energy saver or equal and approved factory
assembled triple skin rooflights. 'u' value 1.9w/m2k.

profiled to suit ks1000rw with a 3.0kg/m?superlife weather sheet sab3/saa1.
rooflight panels to be fixed to steel purlins (purlins set out to suit rooflight
length

All fixed in accordance with manufacturers instructions with poppy red ral
2002 fixings

Rooflight

Pressed metal verge flashing

Rooflight

Roof

access

point

1

D Ventilators omitted 18.12.25 | PP GwW
[} Rooflights amended. Ventilators added 05.12.25 | GW PP
B Layout adjusted, project name changed 01.12.25 | PP GW
A First issue 241025  GW PP
rev description date by checked

DO NOT SCALE. Use figured dimensions only. All dimensions, spot levels and drainage positions to be
checked on site by Contractor prior to construction. Any discrepancies to be reported back to Space
Solutions. Drawings to be read & fully understood before work commences. IF IN DOUBT ASK.
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Rooflight
Rooflight

Rooflight

Roof Plan

Scale - 1:100

| Pressed metal highline gutter

Rooflight
Rooflight

Rooflight

Safesite Protecta Horizontal Lifeline, Roof-Edge Fabrications Ltd
or equal approved.

Top Fix Anti-Pendulum Posts

Horizontal Lifeline

comprising 8mm diameter grade 316L stainless steel wire with all starter
and end plates, intermediate brackets, shock absorbers and tensioners
grade 316L stainless steel. Stainless steel top-fix posts fixed at maximum
of 12m centres.

Maintenance access to roof should be gained from a mobile scaffold tower
erected on hardstanding adjacent to the locations marked 'roof access
point'. Using full body harness with pair of lanyard lines, persons
accessing roof must hook onto the pendulum post prior to detaching from
the tower, or opening any safety barriers, and similarly, persons must hook
onto fall arrest line prior to detaching from the pendulum post. Procedure
should be completed in reverse when exiting the roof.

Maintenance access to photovoltaic panels (if any) as above but with a
single lanyard line and inertia reel. The panels should be accessed using
the inertia reel from the fall arrest line which runs adjacent. Lanyard to be
used when stepping between platform & roof and vice versa.

A

0 Non-Load-Bearing Roofights
Fl

N

[
Pressed metal ridge flashing

o o o
= = =
=4 2 2
= = &=
o o s}
e] <] e}
14 14 14

Rooflight

Roof cladding panels:

Kingspan KS1000RW trapezoidal composite panels with 115mm hcfc free
Ipc

grade 'b' core quadcore insulation. ext. skin:- 0.5mm thk steel - XL Forte
Range Pure Grey RALO0O0 55 00. int. skin:- 0.4mm thk bright white polyester
lining enamel

All fixed in accordance with manufacturers instructions

Rooflights (to cover min 10% of floor area):

Brett Martin Trilite 30 energy saver or equal and approved factory
assembled triple skin rooflights. 'u' value 1.9w/m2k.

profiled to suit ks1000rw with a 3.0kg/m?superlife weather sheet sab3/saa1.
rooflight panels to be fixed to steel purlins (purlins set out to suit rooflight
length

All fixed in accordance with manufacturers instructions with poppy red ral
2002 fixings

Rooflight

Rooflight

Pressed metal verge flashing

I Roof

access
point
D Ventilators omitted 18.12.25 | PP GwW
[} Rooflights amended. Ventilators added 05.12.25 | GW PP
B Layout adjusted, project name changed 01.12.25 | PP GW
A First issue 241025  GW PP
rev description date by checked

DO NOT SCALE. Use figured dimensions only. All dimensions, spot levels and drainage positions to be
checked on site by Contractor prior to construction. Any discrepancies to be reported back to Space
Solutions. Drawings to be read & fully understood before work commences. IF IN DOUBT ASK.

Bishop House, 50 Carden Place, =

Aberdeen, AB10 1UP
tel: +44(0)1224 218 500

www.spacesolutions.co.uk
PLANNING SPACE

CREATING GREAT SPACE
client date
Knight Property Group Oct 2025
address drawn by checked
Plot 8, The Hub at Kingshill, Westhill | Gw PP
title scale
Plot 8, Units E-H: Roof Plan As noted @ A2

0 5 10
A_210_GA's Units E-H

job number dwg no rev
227074 A_9-211 D

Scale in metres - 1:100 scale bar

©Copyright of Space Solutions (Scotland) Ltd
Aberdeen | Dundee | Edinburgh | Glasgow | London



	A_8-211_Plot8RoofPlan(d)A2_Planning
	A_8-220_Plot8Elevations(d)A1_Planning
	A_9-210_Plot8(E-H)GFPlan(c)A2_Planning
	A_9-211_Plot8(E-H)RoofPlan(d)A2_Planning
	A_9-220_Plot8(E-H)Elevations(d)A1_Planning
	A_200_SiteMasterplan(c)A1_Planning
	A_201_SitePlan(f)A1_Planning
	A_240_FitOutOffice(b)A2_Information
	v6-Kingshill-sign-New copy_Part2



